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(2) - 1.75" x 14" LVL 
BEAM IN FLR. SYS. 
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up = 16 equal risers 
10" treads 

verify stair layout

stair

3
75

3
D

H
 

ve
ri
fy

BRICK VENEER @ 
SIDES & REAR

1'-0"

1'-
0

"

1'-
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"

1'-0"

lower 
landing

1'-2"

6'-0"

2
'-0

"

1 of 6

S H E E T   I N D E X

NOTE : PORCH and / or PATIO SHALL BE 4" MIN. CONC. SLAB WITH 21# W.W.F 
or FIBERMESH ON 4" MIN. GRANULAR FILL.  SLOPE AWAY FROM STRUCTURE.

NOTE :  MAINTAIN ALL EXTERIOR FOOTINGS AT A MINIMUM 
OF 30" BELOW FINISH GRADE.  STEP FOUNDATION WALLS 
AS REQUIRED.  FIELD VERIFY GRADE CONDITIONS.

INTERIOR BEARING WALL 2" x 4" 
@ 16" O.C. WITH DOUBLE TOP PLATE

SOLID WOOD POST @ BEAM BEAR'G LOCATIONS 
EXTEND TO SOLID BEAR'G. BELOW.  SIZE BASED 
ON LOAD SUPPORTED - TYP.

S SMOKE DETECTOR - VERIFY LOCATIONS PER CODE REQ.

INTERIOR BEARING WALL 2" x 4" or 2" x 6" 
@ 16" O.C. WITH DOUBLE TOP PLATE 
ON 16" x 8" THICKENED SLAB.

R. M. CLEMENS CO. APPROVAL BY : DATE :

HOMEOWNER APPROVAL BY : DATE :

DATE :HOMEOWNER APPROVAL BY :

NOTE :  STEPS IN FOUNDATION WALLS AND WINDOW 
SIZES / LOCATION MAY CHANGE DUE TO GRADES.

1 of 6  • FOUNDATION / BASEMENT PLAN

5 of 6 • LEFT & RIGHT ELEVATIONS

4 of 6 • FRONT & REAR ELEVATIONS

2 of 6  • FLOOR PLAN

6 of 6 • BLDG. SECTIONS & TYPICAL WALL SECTIONS

3 of 6 • SECOND FLOOR / ROOF PLAN
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3541CC 
verify

8" CONC. FOUNDATION ON 
16" x 8" CONC. FOOTING.

GARAGE SLAB ABOVE 
UNEXCAVATED

4" CONC. SLAB W/ 21# W.W.F. or FIBERMESH 
ON 4" MIN. ( 24" MAX. ) GRANULAR FILL

SLOPE SLAB TOWARDS DOORS

TOP OF WALL RECESSED 
TO POUR SLAB THRU

8" CONC. FOUNDATION ON 
16" x 8" CONC. FOOTING.

4" CONC. SLAB W/ 21# W.W.F. 
or FIBERMESH ON 4" MIN. 

( 24" MAX. ) GRANULAR FILL

8" CONC. FOUNDATION ON 
16" x 8" CONC. FOOTING.

8" CONC. FOUNDATION ON 
16" x 8" CONC. FOOTING.

TOP OF WALL RECESSED 
TO POUR SLAB THRU

TOP OF WALL RECESSED 
TO POUR SLAB THRU

10" CONC. FOUNDATION ON 
20" x 10" CONC. FOOTING.

10" CONC. FOUNDATION ON 
20" x 10" CONC. FOOTING.

4" x 12" brick ledge

1'-2"

rec room 
8'-9" ceiling
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8" CONC. FOUNDATION ON 
16" x 8" CONC. FOOTING.

8" CONC. FOUNDATION ON 
16" x 8" CONC. FOOTING.

8" CONC. FOUNDATION ON 
16" x 8" CONC. FOOTING.

8" CONC. FOUNDATION ON 
16" x 8" CONC. FOOTING.

BRICK VENEER @ 
SIDES & REAR

BRICK VENEER @ 
SIDES & REAR

18
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10
"

W8 x 40 or W10 x 26 
STEEL BEAM IN FLR. SYS.
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F O U N D A T I O N  /  B A S E M E N T   P L A N

NOTE :  BASEMENT CONC. WALLS SHALL HAVE 2" x 4" @ 16" O.C. FURRING OFFSET 1/2" FROM 
INTERIOR FACE OF FNDN. WALL. @ THE FULL HT. AND STEPPED FNDN. WALL LOCATIONS. 
EXCEPT @ AREAS INDICATED AS UNFINISHED BASEMENT.

outline of flr. sys. above
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8'-9" ceiling
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18
'-6

 1
/2

"

4
0

bar 
8'-9" ceiling

3
5

2
9

C
A

 
ve

ri
fy

2
6

3
0

3
0

2
6

SUMP

utility 
unfinished 

8'-9 1/2" finish floor to 
bottom of joists

workout 
unfinished 

8'-9 1/2" finish floor 
to bottom of joists

bath 
8'-9" ceiling

exhaust 
fan

4
8

" x
 2

1"

furnace

water 
heater

soft 
water

floor 
drain

34" x 60" 
fiberglass 
shower
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BEAM POCKET AS 
REQUIRED & 30" SQ. x 10" 

CONC. FTG. BELOW 
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DBL. JST. IN FLR. SYS.

STEP DN. GARAGE FNDN. 12" 
( same ht. as brick ledge  - verify )

STEP DN. GARAGE FNDN. 12"

VOID 
PATIO SLAB ABOVE

4" brick ledge

5
 1
/2

"

4" brick ledge

10
"

10" 10"4"1'-0"

10" CONC. FOUNDATION ON 
20" x 10" CONC. FOOTING.

10" CONC. FOUNDATION ON 
20" x 10" CONC. FOOTING.

BRICK VENEER @ 
SIDES & REAR

10" CONC. FOUNDATION with 
4" BRICK LEDGE ON 20" x 8" 

CONC. FOOTING. @ REAR PATIO

beam pocket 
as required
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VOID 
PORCH SLAB 

ABOVE

8" CONC. FOUNDATION ON 16" x 8" 
CONC. FOOTING. @ FRONT PORCH

2
6

3
'-3

"

4" x 12" brick ledge

4" x 12" brick ledge

10" CONC. FOUNDATION ON 
20" x 10" CONC. FOOTING.

STONE BELOW PATIO

(2) - 2" x 12" below 
floor sys.

closet

STONE BELOW PATIO

UP

NOTE : BASEMENT EXTERIOR WINDOW HEADERS SHALL 
BE (2) - 2" x 10" WITH 1/2" PLYWOOD SPACER  (U.N.O.)

NOTE : VERIFY STAIR LAYOUT

NOTE : VERIFY 
MECHANICALS 

LAYOUT

thicken garage slab 
@ knee walls below 

entry above

8'-11"
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(3) - 1.75" x 11-7/8" LVL 
BEAM BELOW FLR. SYS.

24" x 42" x 12" 
concrete ftg.

6" x 6" solid wd. 
post on 30" sq. x 12" 

concrete ftg.

6" x 6" solid wd. 
post on 30" sq. x 12" 

concrete ftg.

14'-0 1/4"19'-7 1/2"

1'-0"

4" x 6" solid wd. post 
below pt. load from above 

on 24" sq. x 12" 
concrete ftg.

(3) - 1.75" x 14" LVL, W 10 x 22 or W 8 x 31 
STEEL BEAM BELOW FLR. SYS.

(3) - 2" x 10" below 
floor sys.
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21'-4" - PATIO FNDN.

7 @ 10" = 5'-10"

provide additional 
floor support if 
fireplace above 
has stone finish 
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GARAGE SLAB 
ABOVE 

UNEXCAVATED
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1'-
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"

closet 
unfinished 

8'-9 1/2" finish floor 
to bottom of joists

STONE

STONE

STONE

STONE

STEP DOWN TOP OF 
COLUMN PIERS 12" BELOW 

BRICK LEDGE - VERIFY 
( HATCHED )

10" CONC. FOUNDATION ON 
20" x 10" CONC. FOOTING.
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"

30" SQ. x 10" CONC. 
FTG. BELOW 

10" CONC. FOUNDATION ON 
20" x 10" CONC. FOOTING.
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8" CONC. FOUNDATION ON 
16" x 8" CONC. FOOTING.

8" CONC. FOUNDATION ON 
16" x 8" CONC. FOOTING.

STEP DN. FNDN. 12" ( same ht. @ garage fndn. )

6" x 6" solid wd. 
post on 24" sq. x 12" 

concrete ftg.

2
0

'-1
0

 1
/4

"

(2) - 1.75" x 14" LVL, 
W8 x 15 or W10 x 12 
STEEL BEAM IN FLR. SYS.

4" CONC. SLAB W/ 21# W.W.F. or FIBERMESH ON 6 MIL 
VAPOR BARRIER ON 4" MIN. ( 24" MAX. ) GRANULAR FILL

10" CONC. FOUNDATION ON 
20" x 10" CONC. FOOTING.

2
'-0

"

2'-0"

4" brick ledge

sq
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17
0

9' x 9' O.H. DOOR 
WITH  (2) - 2" x 12"  

HEADER

1 car garage

8 1/2"

3
0

8 1/
2"

(2) - 2" x 12" BELOW 
FLOOR SYSTEM

BLDG. SECTION "A"

kitchen 
9' ceiling

breakfast 
vault ceiling

REF.

DW

3
0

2 of 6

NOTE : DIMENSIONS INDICATED ARE TO FACE OF STUD FRAMING, EXT. SHEATH'G 
BRICK VENEER or CONCRETE.  CONTRACTOR SHALL VERIFY ALL DIMENSIONS.
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2 car garage 
938 g.s.f. 

( both garages )

foyer 
10' ceiling

BLDG. SECTION "A"

8
 1
/2

"

master 
10' ceiling ( in trusses ) 

& 9' box tray 
with crown

S

study 
9' ceiling

S

coats

8
 1
/2

"

2 4 8 2   •   G . S . F .    E X C L U D E S   G A R A G E .   P O R C H   &   P A T I OS C A L E   :   1 / 4 "   =   1 '  -  0 "

F L O O R   P L A N

interior bearing wall shaded - typ.

great room 
cathedral

dining 
9' ceiling & 

8' drop box tray 
with crown

GIRDER TRUSS

TRUSSES 
@ 24" O.C.

NOTE : EXTERIOR & BEARING WALL HEADERS SHALL 
BE (2) - 2" x 12" WITH 1/2" PLYWOOD SPACER (U.N.O.)

fireplace

GAS 
F.P.

GENERAL NOTES : 
• GROSS SQUARE FOOTAGE IS BASED ON THE EXTERIOR FACE OF THE EXTERIOR WALLS / FNDN 
  & 1/2 OF THE GARAGE COMMON WALLS. 
• DIMENSIONS TO WOOD SIDED EXTERIOR WALLS ( 4" or 6" ) INCLUDE THE THICKNESS OF THE EXTERIOR SHEATHING. 
• ALL EXTERIOR PARTITIONS TO BE 2" x 4" ( 3 1/2" ) @ 16" O.C. WITH DOUBLE TOP PLATE UNLESS NOTED OTHERWISE 
• ALL INTERIOR PARTITIONS TO BE 2" x 4" ( 3 1/2" ) @ 16" O.C. WITH DOUBLE TOP PLATE UNLESS NOTED OTHERWISE 
• ALL ANGLES TO BE 45˚ UNLESS NOTED OTHERWISE 
• PROVIDE 22" x 30" ATTIC ACCESSES AS REQUIRED. 
• TRUSS MANUF. TO VERIFY TRUSS LAYOUT, PROFILES, HEADERS & BEAMS.  FASTEN & STRAP PER TRUSS MANUF. 
• INSTALL SOLID WOOD POSTS BELOW BEARING ENDS OF ALL BEAMS.  EXTEND POSTS TO SOLID BEARING BELOW. 
• INSTALL FIRE BLOCKING & STOPPING PER CODE REQUIREMENTS. 
• INSTALL SMOKE DETECTORS PER CODE REQUIREMENTS - HARDWIRED ( 110V ), INTERCONNECTED AND BATTERY BACK-UP 
• WALL SHEATHING SEAMS NOT FALLING ON FRAMING SHALL BE BACKED BY WOOD BLOCKING EQUAL TO STUD SIZE. 
• ALLOWABLE DEFLECTION OF FLOOR JOISTS / BEAMS = L/360. 
• ALLOWABLE DEFLECTION OF ROOF BEAMS = L/240. 
• WIND LOAD @ 80 MPH = 16.4 P.S.F. 
• GROUND SNOW LOAD = 20 P.S.F. 
• CEILING JOISTS, RAFTERS, HEADERS & BEAMS ARE BASED ON SOUTHERN YELLOW PINE #1 OR BETTER. 
• ALL LUMBER IN CONTACT WITH CONCRETE or WITHIN 6" OF FINISH GRADE SHALL BE PRESSURE TREATED LUMBER. 
• ALL ROOF VENTS and / or PENETRATOINS @ REAR OF BUILDING AND PER CODE REQ. 
• ALL SHOWER AREAS SHALL HAVE EXHAUST FANS & TERMINATE @ ROOF or WALL WITH VENT 
• FIREPLACE SHALL BE GAS PRE-FAB UNIT WITH FLUE THRU ROOF or WALL PER MANUF. & CODE REQ. 
• WINDOW UNITS SHALL BE PELLA OR EQUAL - REFER TO PLANS FOR SIZE IN INCHES. ( 2971 = 29" x 71" ) 
• WINDOW UNITS @ BEDROOMS SHALL MEET EGRESS REQUIREMENTS. 
• ALL GLASS IN HAZARDOUS AREAS SHALL BE TEMPERED. 
• INTERIOR GARAGE MAN DOOR SHALL BE SOLID WOOD OR APPROVED 20 MIN. RATED WITH CLOSER. 
• PROVIDE 1" SAWCUT or TOOLED CONTROL JOINT @ 15' MAX. SPACING @ INTERIOR SLABS. 
• ROOF DESIGN LOAD = 20 P.S.F. LIVE LOAD + 20 P.S.F. DEAD LOAD. 
• FLOOR & DECK DESIGN LOAD = 40 P.S.F. LIVE LOAD + 10 P.S.F. DEAD LOAD. 
• FLOOR SYSTEM MANUF. SHALL VERIFY FLOOR LAYOUT, JOIST GRADE / SERIES AND ASSOCIATED BEAMS. 
• LVL BEAMS BASED ON TRUS JOIST MACMILLAN 2.0E MICROLLAM LVL HEADERS & BEAMS or EQUAL. 
• CONTRACTOR SHALL ADHERE TO ALL LAWS, CODES & ORDINANCES FOR THIS PROJECT  
  WHETHER OR NOT INDICATED HEREIN. 
• DESIGNERS LIABILITY IS LIMITED TO THE PURCHASE AMOUNT OF THE PROJECT DRAWINGS. 
• REINFORCE CONCRETE FOUNDATION WALLS & FOOTINGS PER FOUNDATION CONTRACTOR. 
• CONTRACTOR SHALL VERIFY STAIR LAYOUT. 
• ASSUMED SOIL BEARING CAPACITY = 2000 P.S.F. - CONTRACTOR TO VERIFY. 
• EXTEND ALL FOOTINGS TO FIRM BEARING, 95% STANDARD PROCTOR MINIMUM. 
• BOTTOM OF FOOTINGS & THICKENED SLABS TO BE A MINIMUM OF 30" ( verify ) BELOW FINISH GRADE. 
• FOUNDATION WALLS & FOOTINGS 4000 PSI @ 28 DAYS AIR ENTRAINED. 
• BASEMENT SLAB 4000 PSI @ 28 DAYS. 
• EXTERIOR SLABS & GARAGE FLOOR 4500 PSI @ 28 DAYS AIR ENTRAINED. 
• EXTERIOR & BEARING WALL HEADERS SHALL BE (2) - 2" x 12" WITH 1/2" PLYWOOD SPACER ( U.N.O. ) 
• CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND MEET ALL CODE REQUIREMENTS.

(3) - 1.75" x 11-7/8" LVL 
BEAM BELOW FLR. SYS.

8
 1
/2

"

30

6
6

" x
 2

1"

W

D

30

coats

laundry 
9' ceiling

dn. = 16 equal risers 
up = 16 equal risers 

10" treads 
verify stair layout

stair

36" gas 
 insert 12" off floor 
with stone finish

fireplace

UP

2
6

2
6

EX. FAN

2
6

15
" b

en
ch

5 1/2"

2
8

STONE @ GARAGE BUMP OUT

BRICK VENEER - TYP. BRICK VENEER - TYP.

8
 1
/2

"

porch 
concrete

TRUSSES 
@ 24" O.C.

T
R

U
S

S
E

S
 

@
 2

4
" O

.C
.

S
E

E
 

B
A

S
E

M
E

N
T
 

P
L
A

N

interior bearing wall shaded - typ.

5965 & 
5935 

transom

3765DH & 
3735 

transom

3765DH & 
3735 

transom

BRICK VENEER - TYP.

TRUSSES 
@ 24" O.C.

covered patio 
concrete

DN.

BRICK VENEER - TYP.

1'-0"

1'-
0

"

1'-0"

lower 
landing

10 1/2"

8 1/2"

m. bath 
9' ceiling

9
6

" x
 2

1"

5935CA

SLOPE UP FROM 
13'-1 1/8" @ 5/12 PITCH

(3) - 1.75" x 11-7/8" 
LVL HEADER

10
 1
/2

"

S
L
O

P
E

 U
P

 F
R

O
M

 
13

'-1
 1
/8

" @
 6

/1
2
 P

IT
C

H

T
R

U
S

S
E

S
 

@
 2

4
" O

.C
.

TRUSSES 
@ 24" O.C.

30

m. closet 
9' ceiling

26

3
75

9
D

H
3

75
9

D
H

14'-1"

42" x 6' 
whirlpool 

tub

5
'-7

"
17

'-1
"

8
'-1

"

TAPERED STONE COLUMNS

T
R

U
S

S
E

S
 

@
 2

4
" O

.C
.

5'-10"

8
 1
/2

"
8

 1
/2

"
3'-11"

3'-7"

7 @ 10" = 5'-10"

12"10"

5'-11 1/2" 6'-10"

40

8' h. man door

tile 
shower

2
8

2
8

4'-4"

exhaust 
fan

10'-10 1/2"

9'-10 1/2"

3
'-1

1"

19'-2"

7'-2"

12"

(2) - 2959CC

9' ceiling

(2) - 2971CC

3
0

3
0

8' h. entry door

2
'-0

"

DN.

15
'-3

 1
/2

"

14
" F

L
R

. T
R

U
S

S
E

S
 

pe
r 

F
L
R

. M
A

N
U

F
.

14
" F

L
R

. T
R

U
S

S
E

S
 

pe
r 

F
L
R

. M
A

N
U

F
.

(2) - 1.75" x 14" LVL 
BEAM IN FLR. SYS.

14
" F

L
R

. T
R

U
S

S
E

S
 

pe
r 

F
L
R

. M
A

N
U

F
.

(2) - 2" x 10" landing beam above

UP

7" +/- finish 
floor to patio

7" +/- finish 
floor to porch

(2) - 3765DH 
& 35" transom

BRICK VENEER - TYP.

BRICK VENEER - TYP.

NOTE : STONE WAINSCOT WITH BRICK VENEER ABOVE 
@ FRONT & PART OF SIDES - SEE EXTEROR ELEVATIONS

mech.

14" FLR. TRUSSES 
per FLR. MANUF.

T
R

U
S

S
E

S
 

@
 2

4
" O

.C
.

TRUSSES 
@ 24" O.C.

NOTE : VERIFY STAIR LAYOUT

10
 1
/2

"

2
'-0

"

6
'-0

"
8

"

6
'-1

0
"

2
'-8

"

2'-8"

8'-5 1/2"

5 1/2" 5 1/2"

5 1/2"

9" sq. 
bearing 
column

12
"

4
'-3

"
1'-

2
"

4
'-1

"

8
 1
/2

"

8
 1
/2

"

8 1/2"

8 1/2"

10 1/2"

8 1/2"

(3) - 2971CC

17
'-2

"

14" FLR. TRUSSES 
per FLR. MANUF.

(2) - 1.75" x 14" LVL BEAM IN FLR. SYS. - VERIFY

NOTE : FRONT PORCH ROOF BEAMS 
SHALL BE 12" SQ. TIMBER BEAMS.

NOTE : REAR PATIO ROOF BEAMS 
SHALL BE 12" SQ. TIMBER BEAMS.

NOTE : GARAGE EXTERIOR BEARING 
WALLS SHALL BE (2) - 2" x 4" @ 16" O.C. 

or 2" x 4" @ 8" O.C. WITH DBL. TOP PLATE

GIRDER TRUSS - VERIFY

sq
ua

re
st

ai
r

12"

12
"

2
'-0

"

8
"

french 
ddors

2'-1"

1/2 
dec. 
col.

1/2 
dec. 
col.

1/2 
dec. 
col.

12
"

T
R

U
S

S
E

S
 

@
 2

4
" O

.C
.

2'-0"

9
' c

ei
lin

g
ca

th
ed

ra
l

10"

UP

laundry 
9' ceiling

pantry 
9' ceiling

1'-
7"

TAPERED 
STONE 

COLUMN

2
'-0

"

12
"

6
0

35" transom

1'-
2
"

10
 1
/2

"

dbl. jst. in flr. sys.

SLOPE UP FROM 
13'-1 1/8" @ 5/12 PITCH

1'-
4

 1
/2

"

1'-
4

 1
/2

"
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C
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N
T
R

A
C

T
O

R
 A

D
D

R
E

S
S

12
'-4

"

84" x 21"

2
6

2
6

closet exhaust 
fan

bath 
8' ceiling

3'-11"

18
'-4

"

6 3/4" - O.H.

12
'-4

"
12

'-4
"

4
'-8

" +
/-

 w
al

l h
t.

70
'-0

" 2
4

'-8
"

12"

19'-4"23'-0"

12'-0"10'-4"5'-0 3/4"5'-6" 5'-6"6'-0" 6'-0" 5'-7 1/4"

12'-0" 3'-0"

72'-0"

6
'-8

"

2
0

'-0
"

4
'-4

"
4

'-0
"

6
'-0

"
6

'-0
"

5
'-0

"
5

'-1
1"

8
'-9

"
3

'-0
"

12
'-8

"
13

'-0
"

2
8

'-4
"

70
'-0

"

13'-8" 12"

12'-4" 25'-8" 18'-4" 14'-8"

72'-0"

3
'-0

"
14

'-8
"

14
'-4

"

BLDG. SECTION "A"

12'-0 1/2"

BLDG. SECTION "A"

bed #2 
8' ceiling

dn. = 16 equal risers 
10" treads 

verify stair layout

stair

13'-5 1/2"

10
'-1

"

closet

S C A L E   :   1 / 4 "   =   1 '  -  0 "

2 n d   F L O O R  /  R O O F   P L A N
1 3 9 3   •   G . S . F .    E X C L U D E S   S T A I R   &   B R E A K F A S T   B E L O W

12"

stair below

DN.

OPEN TO 
BELOW

(3
) 
- 

2
9

4
7C

C

4"

2" x 10" RAFTERS 
@ 24" O.C.

2" x 6" C.J. 
@ 24" O.C.

8' ceiling

2
6

bath 
8' ceiling

32" x 5' T/S

2
'-1

1"

3
6

" x
 2

1"

3
75

9
D

H

bed #3 
8' & 

sloped ceiling

loft 
8' ceiling

14'-1"

15
'-9

 1
/2

"

2
6

2
6

2
6

7' +/- wall ht. - sloped ceiling

ex. fan

S

S

8
'-2

"

WD

S
L
O

P
E

 U
P

 F
R

O
M

 
13

'-1
 1
/8

" @
 6

/1
2
 P

IT
C

H

S

4
'-4

"

4
'-8

" +
/-

 w
al

l h
t.

4
'-8

" +
/-

 w
al

l h
t.

closet

6
'-0

"

5
 1
/2

"

9
'-1

 1
/2

"

4'-5 1/2"

6
'-1

"

10
 1
/2

"

4
'-1

"

12
"

10
"

10"

4'-7 1/2"

2
6

7 @ 10" = 5'-10"

7 
@

 1
0

" =
 5

'-1
0

"

8
 1
/2

"

8 1/2"

4" 4"

(2) - 2947CC

2947CC

10 1/2"

10
 1
/2

"

10 1/2"

12
"

12
"

4"

4
"

(2) - 2947CC

12'-2 1/2"

5'-7"

4'-2"

4
'-8

" +
/-

 w
al

l h
t.

6
'-8

"

9" 1'-3 1/2"

5' +/- wall ht.

7'
-1

0
"

8
' c

ei
lin

g
va

ul
t

7'
-6

" +
/-

 w
al

l h
t.

11'
-4

"

4
"

4
"

7'
-6

 1
/6

" +
/-

 w
al

l h
t.

bed #4 
8' & 

sloped ceiling

BRICK VENEER - TYP.

BRICK VENEER - TYP.

BRICK VENEER - TYP.

BRICK VENEER - TYP.

2" x 12" RAFTERS 
@ 24" O.C.

NOTE : EXTERIOR & BEARING WALL HEADERS SHALL 
BE (2) - 2" x 12" WITH 1/2" PLYWOOD SPACER  (U.N.O.)

NOTE : DIMENSIONS INDICATED ARE TO FACE OF STUD FRAMING, EXT. SHEATH'G. 
BRICK VENEER or CONCRETE.  CONTRACTOR(s) SHALL VERIFY ALL DIMENSIONS

TIMBERFRAME 
TRUSSES 
@ 24" O.C. 

verify

TRUSSES 
@ 24" O.C.

TRUSSES 
@ 24" O.C.

TRUSSES 
@ 24" O.C.

T
R

U
S

S
E

S
 

@
 2

4
" O

.C
.

3 of 6

ROOF OVERHANG BELOW - TYP.

GIRDER TRUSS BELOW

ROOF OVERHANG BELOW - TYP.

ROOF OVERHANG BELOW - TYP.
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S

S
E

S
 

@
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4
" O
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.
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U
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S
E

S
 

@
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4
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.

1'-0 3/4" - O.H.

1'-0 3/4" - O.H.

1'-0 3/4" - O.H.

1'-
0

 3
/4

" -
 O

.H
.

1'-
0

 3
/4

" -
 O

.H
.

1'-
0

 3
/4

" -
 O

.H
.

21'-4" - FNDN.

4 3/4" - O.H. 1'-0 3/4" - O.H.

1'-
0

 3
/4

" -
 O

.H
.

1'-0 3/4" - O.H.

1'-
0

 3
/4

" -
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.H
.

1'-
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/4

" -
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.H
.

1'-
0

 3
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" -
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0
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" -
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.H
.

1'-0 3/4" - O.H.

6 3/4" - O.H.

1'-0
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" -

 O
.H

.

1'-0 3/4" - O.H.

1'-
0

 3
/4

" -
 O

.H
. 6 3/4" - O.H.6 3/4" - O.H.

1'-0 3/4" - O.H.

6
 3

/4
" -
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.H

.

12'-1" 5'-5 1/2"5'-5 1/2"

6 3/4" - O.H.

1'-
0

 3
/4

" -
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.

1'-0 3/4" - O.H.

1'-
0

 3
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" -
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.H
.

1'-
0
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.H
.

1'-0 3/4" - O.H. 1'-0 3/4" - O.H.

4
"

1'-
0

 3
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T
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U
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S
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@
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4
" O

.C
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T
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U
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S
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S
 

@
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4
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S

S

NOTE : VERIFY STAIR LAYOUT

A/A

PAINTED SHAKES

PAINTED SHAKES

PAINTED SHAKES

2
6

2
" x

 1
2
" R

A
F
T
E

R
S

 
@

 2
4

" O
.C

.

2" x 12" RAFTERS 
@ 24" O.C.

2
" x

 1
0

" R
A

F
T
E

R
S

 
@

 2
4

" O
.C

.

2
" x

 8
" C

.J
. 

@
 2

4
" O

.C
.

2" x 12" RAFTERS 
@ 24" O.C.

2
" x

 1
2
" R

A
F
T
E

R
S

 
@

 2
4

" O
.C

.

4
'-3

"

5
'-8

 1
/2

"

2
6

2
6

GIRDER TRUSS - VERIFY

3
2
" x

 5
' T

/S

5'-1" 6'-9" 3'-11" 5'-5"

5 1/2"

3
'-5

"

5
'-0

"

2'-11"

12'-1 1/2"

NOTE : TRUSS MANUFACTURER SHALL VERIFY ROOF LAYOUT. 
NOTE THERE ARE 3 ROOF PITCHES ON THIS PROJECT. 
NOTIFY CONTRACTOR AND/OR DESIGNER TO COORDINATE ROOF 
LOADS IF ROOF LAYOUT VARIES FROM INDICATED PLAN.  COORDINATE 
ROOF LAYOUT TO ALIGN FASCIAS AT DIFFERENT TRUSS TYPES.  TRUSS 
MANUF. TO VERIFY TRUSS PROFILES & HEELS INDICATED IN SECTIONS. 
VERIFY ALL HEADER & BEAM SIZES TO COORDINATE WITH ROOF LOADS / DESIGN. 
HEEL HT. DIMENSION IS FROM THE EXT. FACE OF THE FOUNDATION and / or EXT. SHEATH'G. 
SECURE, FASTEN, STRAP and /or TIE TRUSSES PER TRUSS MANUF. 
SEE EXTERIOR ELEVATIONS, BLDG. SECTIONS & WALL SECTIONS. 
ALL HEEL HEIGHTS ARE NOT EQUAL.

NOTE :  DIMENSIONS TO ROOF OVERHANGS INCLUDE THE THICKNESS OF THE FASCIA BD. & ARE FROM THE EXTERIOR FACE 
OF THE EXTERIOR SHEATHING and / or FNDN. ( 1'-0 3/4" ) or THE EXTERIOR FACE OF THE BRICK VENEER and / or FNDN. ( 1'-0 3/4" ). 
SEE EXTERIOR ELEVATIONS AND SECTIONS. UNLESS DIMENSIONED OTHERWISE.

6
 3

/4
" -

 O
.H

.

9
'-4

"

TRUSSES 
@ 24" O.C.

3
5

3
5

C
C

 
ve

ri
fy

10 1/2"

PAINTED SHAKES

10
/12

12'-1"

3
'-5

"

3
'-5

"
5

'-0
"

2
8

laundry 
8' ceiling

16'-10"

sl
op

ed
 c

ei
lin

g

sl
op

ed
 c

ei
lin

g

sl
op

ed
 c

ei
lin

g

sloped ceiling

7' +/- wall ht. - sloped ceiling

GIRDER TRUSS BELOW - VERIFY
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NOTE :  MAINTAIN ALL EXTERIOR FOOTINGS AT 
A MINIMUM OF 30" ( verify ) BELOW FINISH GRADE. 
VERIFY GRADES & STEP FOUNDATION AS REQUIRED

6"

9
'-1

 1
/8

" -
 B

E
A

R
'G

. H
T
.

1'-
4

 1
/4

"

9
'-0

" -
 F

N
D

N
. W

A
L
L
 H

T
.

11'
-5

 3
/8

" -
 G

A
R

A
G

E
 B

E
A

R
'G

.
3

'-0
" +

/-

10
'-0

 1
/4

" -
 F

L
R

. T
O

 F
L
R

. H
T
.

R E A R   E L E V A T I O N
S C A L E  :  1 / 4 "  =  1 '  -  0 "

POURED CONCRETE FNDN. - TYP.

10

12

8
"

10

12

BOT. OF WINDOW HEADERS = 
6'-10 7/8" A.F.F. ( U.N.O.)

10

12

POURED CONCRETE FNDN. - TYP.

1'-0 3/4" - O.H.

1'-0 3/4"
O.H.

POURED CONCRETE FNDN. - TYP.

FIBERGLASS SHINGLES - TYP.

ALUM. GUTTER & DOWNSPOUT 
SYSTEM ON 1" x 8" FASCIA & 
1" x 6" FRIEZE BDS. - TYP.

14
 3

/4
"

8
'-1

 1
/8

" -
 T

R
U

S
S

 B
R

G
. H

T
.

7 5/8" heel

8/12

FIBERGLASS SHINGLES

8" brick soldier - typ.

BRICK

POURED CONCRETE FNDN. - TYP.

4
'-0

" +
/-

6
'-0

" +
/-

1'-0 3/4"
O.H.

7 5/8" heel

FIBERGLASS SHINGLES - TYP.

8/12

ROOF VENTS AS REQUIRED

BRICK

8/12

10

12

10/12

3/12

BOT. HEADER = 
11'-10 7/8" A.F.F.

BOT. HEADER = 
7'-4 7/8" A.F.F.

BOT. HEADER = 
7'-4 7/8" A.F.F.

BOT. HEADER = 
11'-10 7/8" A.F.F.

BOT. HEADER = 
7'-9 1/4" +/- A.F.F.BOT. HEADER = 

7'-9 1/4" +/- A.F.F.

7 5/8" heel 7 5/8" heel

STONE

BRICK

painted shakes & trim

8/12

STONE

fla
sh

ing

2'-0"

STONE

STONE

4" brick ledge

36" h. railing system

STONE

6 3/4"
O.H.

painted shakes & trim

flashing, 1" x 4" & drip

5
12

8" stone soldier - typ.

10
'-3

 7
/8

" -
 F

L
R

. T
O

 F
L
R

. H
T
.

1'-
4

 1
/4

"

9
'-0

" -
 F

N
D

N
. W
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.

10
"

11'
-5

 3
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" -
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A
R

A
G

E
 B

E
A

R
'G

.
3

'-0
" +

/-

10
'-0

 1
/4

" -
 F

L
R

. T
O
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L
R

. H
T
.

F R O N T   E L E V A T I O N
S C A L E  :  1 / 4 "  =  1 '  -  0 "

POURED CONCRETE FNDN. - TYP.

POURED CONCRETE FNDN. - TYP.POURED CONCRETE FNDN. BEYOND

10

12

10

12

FIBERGLASS SHINGLES - TYP.

8
"

2'-7 5/8" heel

10

12 8/12

10

12
10/12

10

12

6 3/4" - O.H. 6 3/4" - O.H.

3/12

POURED CONCRETE FNDN. - TYP.

1'-0 3/4"
O.H.

1'-0 3/4"
O.H.

1'-0 3/4"
O.H.

POURED CONCRETE FNDN. - TYP.

3

12

FIBERGLASS SHINGLES - TYP.

10/12

ALUM. GUTTER & DOWNSPOUT 
SYSTEM ON 1" x 8" FASCIA & 

1" x 6" FRIEZE BDS. - TYP.

14
 3

/4
"

8
'-1

 1
/8

" -
 T

R
U

S
S

 B
R

G
. H

T
.

7 5/8" heel

8/12

FIBERGLASS SHINGLES

FIBERGLASS SHINGLES - TYP.

3
'-0

"

15' R.

2'-8"

6
"

6"

STONE
STONE

STONE

9' x 9' O.H. GARAGE DOOR

8/12 - FIBERGLASS SHINGLES

BRICK BRICK

STONE
STONE

6 3/4" - O.H. 6 3/4" - O.H.

STONE 

8' h. door unit

brick sill

BRICK

8" stone soldier8" stone soldier

BRICK

STONE

12"

4" x 12" brick ledge

12
"

8/12

STONE 

2'-0"

2'-7 5/8" heel

4" x 12" brick ledge

1'-7 5/8" heel

8/12

painted shakes & trim
fla

sh
ing

, 1"
 x 

4" &
 dr

ip

8" stone soldier - typ.

12
"

4 of 6

NOTE :  STEPS IN FOUNDATION WALLS AND WINDOW 
SIZES / LOCATION MAY CHANGE DUE TO GRADES.

BOT. OF BASEMENT 
WINDOW HEADERS = 
7'-9 1/4" A.F.F. ( U.N.O.)

BOT. OF WINDOW HEADERS = 
6'-10 7/8" A.F.F. ( U.N.O.)

BOT. OF SECOND FLOOR 
WINDOW HEADERS = 

6'-10 7/8" A.F.F. ( U.N.O.)

7'
-6

 1
/1

6
" -

 d
or

m
er

 b
ea

ri
ng

 h
t.

6/12 
cricket

timber frame truss

12"

12
"

12"

6
"

11' R.

2'-8"

NOTE :  DIMENSIONS TO ROOF OVERHANGS INCLUDE THE THICKNESS OF THE FASCIA BD. & ARE FROM THE EXTERIOR FACE 
OF THE EXTERIOR SHEATHING and / or FNDN. ( 1'-0 3/4" ) or THE EXTERIOR FACE OF THE BRICK VENEER and / or FNDN. ( 1'-0 3/4" ). 
SEE EXTERIOR ELEVATIONS AND SECTIONS. UNLESS DIMENSIONED OTHERWISE.

1'-
7"

1'-
7"

(3) - 1" x 6"

12'-1" - outline of bed #4

wood shutters

painted shakes & trim

NOTE : GARAGE EXTERIOR BEARING 
WALLS SHALL BE (2) - 2" x 4" @ 16" O.C. 

or 2" x 4" @ 8" O.C. WITH DBL. TOP PLATE

3
'-0

" +
/-

brick sill

6" x 12" x 30" 
bracket

flashing

1'-0 3/4"
O.H.

1'-0 3/4"
O.H.

1'-0 3/4" - O.H.
1'-0 3/4" - O.H.

1'-7 5/8" heel

12
"

BRICK

brick sill

3
'-0

" +
/-

4 3/4"
O.H.

1'-0 3/4" - O.H.

9
'-1

 1
/8

" -
 B

E
A

R
'G

. H
T
.

8
'-1

 1
/8

" -
 T

R
U

S
S

 B
R

G
. H

T
.

14
 3

/4
"

4'-8"
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7'
-6

 1
/1

6
" -

 d
or

m
er

 b
ea
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ng
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9
'-1

 1
/8

" -
 B

E
A

R
'G

. H
T
.

10
'-0

 1
/4

" -
 F

L
R

. T
O

 F
L
R

. H
T
.

R I G H T   E L E V A T I O N
S C A L E  :  1 / 4 "  =  1 '  -  0 "

8

12

POURED CONCRETE FNDN. - TYP.

POURED CONCRETE FNDN. - TYP.

5 1/2" heel 5 1/2" heel

POURED CONCRETE FNDN. - TYP.

4
'-0

" +
/-

FIBERGLASS SHINGLES - TYP.

10/12

ROOF VENTS AS REQUIRED

11'
-5

 3
/8

" -
 G

A
R

A
G

E
 B

E
A

R
'G

.
3

'-0
" +

/-
8

"

14
 3

/4
"

8
'-1

 1
/8

" -
 T

R
U

S
S

 B
R

G
. H

T
.

10/12

BOT. HEADER = 
7'-9 1/4" +/- A.F.F.

STONE

flashing

STONE

4" brick ledge

8

12

10/12

FIBERGLASS SHINGLES - TYP.

BRICK

5 1/2" heel 5 1/2" heel

8

12

8

12

10/12

8

12

6" x 12" x 30" 
bracket

BRICK BRICK

STONE

10/12

FIBERGLASS SHINGLES - TYP.

BRICK

STONE

FIBERGLASS SHINGLES - TYP.

10/12

8

12

STONE

5 3/4" heel

painted shakes

3

12

13
'-1

 1
/8

" -
 B

E
A

R
'G

. H
T
.

STONE

8" stone soldier - typ.

brick sill

ROOF VENTS AS REQUIRED

10
'-0

 1
/4

" -
 F

L
R

. T
O

 F
L
R

. H
T
.

L E F T   E L E V A T I O N
S C A L E  :  1 / 4 "  =  1 '  -  0 "

8

12

POURED CONCRETE FNDN. - TYP.
POURED CONCRETE FNDN. - TYP.POURED CONCRETE FNDN. - TYP.

FIBERGLASS SHINGLES - TYP.

10/12

ROOF VENTS AS REQUIRED

11'
-5

 3
/8

" -
 G

A
R

A
G

E
 B

E
A

R
'G

.
3

'-0
" +

/-
8

"

14
 3

/4
"

8
'-1

 1
/8

" -
 T

R
U

S
S

 B
R

G
. H

T
.

flashing

8

12

1'-0 3/4" - O.H.

10/12

FIBERGLASS SHINGLES - TYP.

BRICK

5 1/2" heel

8

12

BRICK

8

12

STONE

13
'-1

 3
/1

6
" -

 B
E

A
R

'G
. H

T
.

STONE

ROOF VENTS AS REQUIRED

OPEN FOR 
STAIR

brick sill

POURED CONCRETE FNDN. - TYP.

STONE

6

12

2'-7 5/8" heel

7 5/16" heel

3

12

painted shakes & trim
10

12

2'-7 5/8" heel

1'-0 3/4"
O.H.

1'-0 3/4"
O.H.

STONE

10/12

10/12

3/12

16' x 9' O.H. GARAGE DOOR

8" stone soldier

BRICK

fla
sh

ing
, 1"

 x 
4" &

 tr
im

flashing, 1" x 4" & drip

FIBERGLASS SHINGLES - TYP.

6 3/4" - O.H. 6 3/4" - O.H.
1'-0 3/4" - O.H.

1'-0 3/4"
O.H.

8" stone soldier - typ.

4" brick ledge

STONE

BOT. OF WINDOW HEADERS = 
6'-10 7/8" A.F.F. ( U.N.O.)

NOTE :  MAINTAIN ALL EXTERIOR FOOTINGS AT 
A MINIMUM OF 30" ( verify ) BELOW FINISH GRADE. 
VERIFY GRADES & STEP FOUNDATION AS REQUIRED

NOTE :  STEPS IN FOUNDATION WALLS AND WINDOW 
SIZES / LOCATION MAY CHANGE DUE TO GRADES.

BOT. OF BASEMENT 
WINDOW HEADERS = 
7'-9 1/4" A.F.F. ( U.N.O.)

BOT. OF WINDOW HEADERS = 
6'-10 7/8" A.F.F. ( U.N.O.)

BOT. OF SECOND FLOOR 
WINDOW HEADERS = 

6'-10 7/8" A.F.F. ( U.N.O.)
6" x 12" x 30" 

bracket

outline of bed #2 
closet wall / ceiling

outline of bed #2 
closet wall / ceiling

(3) - 1" x 6"

BOT. HEADER = 
6'-10 7/8" +/- A.F.F. 
ABOVE LANDING

NOTE :  DIMENSIONS TO ROOF OVERHANGS INCLUDE THE THICKNESS OF THE FASCIA BD. & ARE FROM THE EXTERIOR FACE 
OF THE EXTERIOR SHEATHING and / or FNDN. ( 1'-0 3/4" ) or THE EXTERIOR FACE OF THE BRICK VENEER and / or FNDN. ( 1'-0 3/4" ). 
SEE EXTERIOR ELEVATIONS AND SECTIONS. UNLESS DIMENSIONED OTHERWISE.

BOT. HEADER = 
11'-10 7/8" A.F.F.

5 1/2" heel

painted shakes & trim

NOTE : GARAGE EXTERIOR BEARING 
WALLS SHALL BE (2) - 2" x 4" @ 16" O.C. 

or 2" x 4" @ 8" O.C. WITH DBL. TOP PLATE

brick sill

3
'-0

" +
/-

3'-4 3/8"

3'-0"

1'-0 3/4" - O.H.

1'-0 3/4"
O.H.

1'-0 3/4"
O.H.

flas
hin

g, 
1" x

 4" &
 dr

ip

1'-0 3/4" - O.H.

1'-0 3/4" - O.H.

1'-0 3/4" - O.H.

5 1/2" heel

1'-0 3/4"
O.H.

12
"

12"

12
"

2'-8"

1'-0 3/4" - O.H.

STONE 
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NOTE : TRUSS MANUFACTURER SHALL VERIFY ROOF LAYOUT. 
NOTE THERE ARE 3 ROOF PITCHES ON THIS PROJECT. 
NOTIFY CONTRACTOR AND/OR DESIGNER TO COORDINATE ROOF 
LOADS IF ROOF LAYOUT VARIES FROM INDICATED PLAN.  COORDINATE 
ROOF LAYOUT TO ALIGN FASCIAS AT DIFFERENT TRUSS TYPES.  TRUSS 
MANUF. TO VERIFY TRUSS PROFILES & HEELS INDICATED IN SECTIONS. 
VERIFY ALL HEADER & BEAM SIZES TO COORDINATE WITH ROOF LOADS / DESIGN. 
HEEL HT. DIMENSION IS FROM THE EXT. FACE OF THE FOUNDATION and / or EXT. SHEATH'G. 
SECURE, FASTEN, STRAP and /or TIE TRUSSES PER TRUSS MANUF. 
SEE EXTERIOR ELEVATIONS, BLDG. SECTIONS & WALL SECTIONS. 
ALL HEEL HEIGHTS ARE NOT EQUAL.

12
"

13
'-1

 1
/8

"

B U I L D I N G   S E C T I O N  " A "

S C A L E  :  1 / 4 "  =  1 '- 0 "

9
'-0

" -
 F

N
D

N
.

4" CONC. SLAB W/ 21# W.W.F. or FIBERMESH ON 
6 MIL VAPOR BARRIER ON 4" MIN. GRANULAR FILL

PRE-ENGINEERED WOOD 
TRUSSES @ 24" O.C. PER 

TRUSS MANUF.

8 1/2"

14'-4"

BED #2

DINNG

EXTERIOR 2" x 4" BEARING WALL 
@ 16" O.C. WITH DBL. TOP PLATE

10
'-0

 1
/4

" -
 F

L
R

. T
O

 F
L
R

. H
T
.

9
'-1

 1
/8

" -
 B

E
A

R
IN

G
 H

T
.

BASEMENT

REC ROOM

GREAT ROOM

20'-2 1/2"14'-11 1/2"

19'-5 1/2"

1'-0 3/4"
O.H.

18'-9"

UNFINISHED UTILITY

14" FLR. TRUSSES per FLR. MANUF.

INTERIOR 2" x 4" FURR'G. @ 
16" O.C. WITH DBL. TOP PLATE

EXTERIOR 2" x 6" @ 16" O.C. BEARING 
WALL WITH DBL. TOP PLATE

8

8
12

12

10
"

STONE 
WAISNCOT 

& BRICK 
VENEER

3'-11"

HALL

2" x 6" BEARING WALL @ 16" O.C. WITH DBL. 
TOP PLATE ON 16" x 8" THICKENED SLAB. 

5 1/2"

1'-0 3/4" O.H.

1'-2"10"

10" CONC. FOUNDATION ON 
20" x 10" CONC. FOOTING - TYP.

3

12

flashing

4"1'-0 3/4"
O.H.

EXTERIOR 2" x 4" BEARING WALL 
@ 16" O.C. WITH DBL. TOP PLATE

8

12

10"

10" CONC. FOUNDATION ON 
20" x 10" CONC. FOOTING - TYP.

10"

4" brick ledge

STONE

40'-8" 16'-0"

10" CONC. FOUNDATION ON 
20" x 8" CONC. FOOTING - TYP.

14" FLR. TRUSSES per FLR. MANUF.

12" DROP BOX TRAY

INTERIOR 2" x 4" BEARING WALL 
@ 16" O.C.  WITH DBL. TOP PLATE

5/12 slope ceiling beyond

painted shakes

10
'-3

 7
/8

" -
 F

L
R

. T
O

 F
L
R

. H
T
.

1'-
4

 1
/4

"
1'-

2
 3

/4
"

8
'-1

 1
/8

" -
 B

E
A

R
IN

G
 H

T
.

5
 3

/4
" -

 h
ee

l h
t.

12"12" 12'-11 1/2"

ceiling peak beyond

10/12

PRE-ENGINEERED WOOD 
TRUSSES @ 24" O.C. PER 

TRUSS MANUF.

BOT. HEADER = 
10'-10 7/8" A.F.F.

COVERED 
PATIO

BRICK 
VENEER

5/12 slope ceiling beyond

10 1/2"

NOTE : DIMENSIONS INDICATED ARE TO FACE OF STUD FRAMING, BRICK VENEER., 
EXT. SHEATH'G or CONCRETE.  CONTRACTOR SHALL VERIFY ALL DIMENSIONS.

6 of 7

NOTE :  DIMENSIONS TO ROOF OVERHANGS INCLUDE THE THICKNESS OF THE FASCIA BD. & ARE FROM THE EXTERIOR FACE 
OF THE EXTERIOR SHEATHING and / or FNDN. ( 1'-0 3/4" ) or THE EXTERIOR FACE OF THE BRICK VENEER and / or FNDN. ( 1'-0 3/4" ). 
SEE EXTERIOR ELEVATIONS AND SECTIONS. UNLESS DIMENSIONED OTHERWISE.

FINISH FLOOR

2nd FLOOR

TRUSS BRG.

LVL BEAM

cased opening to kitchen

painted shakes

4" x 12" 
brick 
ledge

12
" 12"

2'-0"

2'-8"

GIRDER TRUSS - VERIFY

6 of 6

R-13

8"

8
"

1'-4"

4
'-0

" +
/-

 F
N

D
N

. W
A

L
L
 H

T
.

4
" M

IN
.

1'-0"

STEEL ANGLE LINTEL BY SUPPLIER & 
STONE SOLDIER COURSE ABOVE

3/8" ROUGH SAWN SOFFIT PANEL WITH 
PERFORATED VENT SYSTEM WITH 

INSECT SCREEN ON 2" x 4" KICKERS @ 
24" O.C.

TREATED 2" x 4" SILL PLATE 
ON SILL SEALER WITH 

1/2" Ø ANCHORS ( 7" EMBEDMENT )  
AT 6' O.C. & 12" MIN. FROM CORNERS & PLATE 

SEAMS / SPLICES

20" x 10" CONCRETE FOOTING WITH 2" x 4" CONTINUOUS KEY 
& STEEL REBAR REINF. QUANTITY AND SPACING PER FOUNDATION 

CONTRACTOR.  MAINTAIN BOTTOM @ 30" ( verify ) MIN. BELOW FINISH GRADE

8
'-9

 1
/2

"
4

"
4

"
9

'-1
 1
/8

" -
 F

IN
IS

H
 F

L
O

O
R

 T
O

 B
E

A
R

IN
G

 H
E

IG
H

T

3
/4

"

1'-
2
 3

/4
"

6
'-1

0
 7

/8
" -

 B
O

T
T
O

M
 O

F
 H

E
A

D
E

R
 -

 V
E

R
IF

Y

BRICK VENEER ROWLOCK SILL 

FOUNDATION WATERPROOFING MEMBRANE

 DOUBLE HUNG or CASEMENT WINDOW UNITS. 
VERIFY MANUFACTURER & SIZE 

SEE ELEVATIONS / PLANS WITH 
(2) - 2" x 12" HEADER WITH 1/2" WOOD SPACER  

 & HEAD / SILL  FLASH'G - TYP.

BRICK VENEER or STONE W/ GALV. WALL TIES AT 
16" O.C. EACH WAY, AIRSPACE, HOUSEWRAP, 

1/2" O.S.B. EXT. SHEATH'G ON 2" x 4" STUDS @ 16" 
O.C. WITH DBL. TOP PLATE, R-13 BATT INSUL., 

4 MIL VAPOR BARRIER & 1/2" GYP. BD. 

3/4" T & G FLOORING G & S ON 
14" FLOOR TRUSSES PER FLOOR MANUF.

4" CONCRETE SLAB WITH OPTIONAL 21# W.W.F. or 
FIBERMESH ON 6 MIL VAPOR BARRIER 

ON 4" MIN. (24" MAX.) COMPACTED 
GRAVEL FILL

20 MIL BASE FLASHING 
WITH WEEP HOLES per CODE REQ.

WOOD FLOOR BASE, 
CASING & JAMB 

EXTENSIONS AS REQ'D.

4" PERFORATED P.V.C. DRAIN TILE EACH SIDE OF FTG. 
EXTEND TO SUMP PUMP or PROVIDE POSITIVE DISCHARGE

10" POURED CONCRETE FOUNDATION WALL 
WITH STEEL REBAR REINF. QUANTITY AND 

SPACING PER FOUNDATION CONTRACTOR.

S C A L E  :  3 / 4 "   =   1 '  -  0 "

1 
1/

2
"

10"

10
"

1'-
2
"

1'-8"

GRADE

GRADE

T Y P .   W A L L   S E C T I O N S

ALUMINUM GUTTER ON 1" x 8" WOOD FASCIA 
BOARD ON 2" x 6" SUB-FASCIA BOARD 

& 1" x 6" FRIEZE BOARD BELOW ON 
2"x WOOD FRAM'G AS REQ'D. - TYP.

FIBERGLASS SHINGLES ON 15 LB. ASPHALT 
SATURATED FELT & 7/16" O.S.B. SHEATHING WITH 

SPACER CLIPS ON PRE-ENGINEERED TRUSSES 
@ 24" O.C. WITH 1/2" GYPSUM BOARD @ BOTTOM 

CHORD & R-38 MINIMUM BATT OR BLOW IN 
INSULATION WITH INSULATION BAFFLES AS REQ'D.

CONT. ALUMINUM DRIP EDGE

1'-5 1/4"1'-5 1/4"

O.H.O.H.

1"1"

8
10 12

12

R-13R-13

R-38
R-38

R-13R-13

8 1/2"8 1/2"

10
'-0

 1
/4

" -
 F

L
O

O
R

 T
O

 F
L
O

O
R

 H
E

IG
H

T

5
 1
/2

"

7 
5

/8
"

9
'-0

" -
 F

N
D

N
. W

A
L
L
 H

T
.

FINISHED 
BASEMENT

UNFINISHED 
BASEMENT

1'-
4

 1
/4

"

8" POURED CONCRETE FOUNDATION WALL 
WITH STEEL REBAR REINF.  QUANTITY AND 
SPACING PER FOUNDATION CONTRACTOR.

1'-0 3/4"1'-0 3/4"

heel ht.

he
el

 h
t.

16" x 8" CONCRETE FOOTING WITH 2" x 4" CONTINUOUS KEY 
& STEEL REBAR REINF. QUANTITY AND SPACING PER FOUNDATION 

CONTRACTOR.  MAINTAIN BOTTOM @ 30" ( verify ) MIN. BELOW FINISH GRADE

NOTE :  SEE EXTERIOR ELEVATIONS AND BULDING 
SECTION(S) FOR ADDITINAL HEEL HEIGHTS.

4
" M

IN
.


